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LAVATORY RECONFIGURATION SYSTEM

BACKGROUND INFORMATION

1. Field

The present disclosure relates generally to aircraft and, in
particular, to lavatories in aircraft. Still more particularly, the
present disclosure relates to providing a desired level of
access to lavatories in an aircraft.

2. Background

In designing and manufacturing aircraft, maximizing the
amount of space available for passenger seating is an impor-
tant consideration. In addition to passenger seating, galleys,
closets, lavatories, and other areas may take up space in the
interior of the aircraft.

With respect to the design of lavatories, handicap access is
important. Handicap access includes access for passengers in
wheelchairs. Standards for handicap access in an aircraft are
often specified through regulations and laws.

In some cases, the lavatories designed for accommodating
handicapped passengers require more space than standard
lavatories in an aircraft. A lavatory may be redesigned to
provide the desired amount of space for access by handi-
capped passengers.

The redesign may be performed for an aircraft being manu-
factured or the redesign may be used to refurbish existing
aircraft to provide the desired access for handicapped passen-
gers. This redesign may take various forms. For example, the
perimeter of the lavatory may be redesigned such that a
desired amount of space is present with a desired configura-
tion within the lavatory.

In some cases, the lavatories may be redesigned to extend
into space normally used for aisles or other purposes when
access by a handicapped passenger is needed. In yet other
examples, a more efficient use of space may involve two
lavatories being positioned next to each other and reconfig-
ured to provide more access as a single lavatory for a handi-
capped passenger when needed.

These and other systems have been used to provide addi-
tional access for handicapped passengers but may not provide
as efficient of a design as desired in an aircraft. For example,
lavatories that use additional space in the cabin may be more
difficult to reconfigure than desired. These systems also may
limit desired access in other areas when a lavatory is recon-
figured to use additional space in the cabin.

Also, lavatories that are convertible from two lavatories
into a single lavatory also may be more difficult to reconfigure
and may not be as efficient as desired. Therefore, it would be
desirable to have a method and apparatus that takes into
account at least some of the issues discussed above, as well as
other possible issues.

SUMMARY

In one illustrative embodiment, an apparatus comprises a
moveable partition. The moveable partition is configured for
use with a first lavatory and a second lavatory. The moveable
partition is further configured to separate the first lavatory and
the second lavatory into separate spaces within a fixed perim-
eter for the first lavatory and the second lavatory when the
moveable partition is in a first configuration. The moveable
partition is further configured to define a single space within
the fixed perimeter when the moveable partition is in a second
configuration. The moveable partition is connected to a door
for the first lavatory in the second configuration.

In another illustrative embodiment, a method for reconfig-
uring lavatory space in an aircraft is present. A moveable
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partition for a first lavatory and a second lavatory is moved
between a first configuration and a second configuration. The
first configuration separates the first lavatory and the second
lavatory into separate spaces within a fixed perimeter for the
first lavatory and the second lavatory. The second configura-
tion has a single space present within the fixed perimeter. The
moveable partition is connected to a door for the first lavatory
in the second configuration.

In yet another illustrative embodiment, a method of oper-
ating an aircraft is present. The aircraft is operated in which a
first lavatory and a second lavatory are located in the aircraft
with a moveable partition configured for use with the first
lavatory and the second lavatory. The moveable partition is
configured to separate the first lavatory and the second lava-
tory into separate spaces within a fixed perimeter for the first
lavatory and the second lavatory when the moveable partition
is in a first configuration. The moveable partition is further
configured to define a single space within the fixed perimeter
when the moveable partition is in a second configuration. The
moveable partition is connected to a door for the first lavatory
in the second configuration.

The features and functions can be achieved independently
in various embodiments of the present disclosure or may be
combined in yet other embodiments in which further details
can be seen with reference to the following description and
drawings.

BRIEF DESCRIPTION OF THE DRAWINGS

The novel features believed characteristic of the illustrative
embodiments are set forth in the appended claims. The illus-
trative embodiments, however, as well as a preferred mode of
use, further objectives and features thereof, will best be
understood by reference to the following detailed description
of an illustrative embodiment of the present disclosure when
read in conjunction with the accompanying drawings,
wherein:

FIG. 1 is an illustration of an aircraft in accordance with an
illustrative embodiment;

FIG. 2 is an illustration of a block diagram of a platform
with a lavatory area in accordance with an illustrative
embodiment;

FIG. 3 is an illustration of a lavatory area in an aircraft in
accordance with an illustrative embodiment;

FIG. 4 is an illustration of a plan view of a first lavatory and
a second lavatory within a lavatory area in accordance with an
illustrative embodiment;

FIGS. 5-10 are illustrations of a reconfiguration of space
for a first lavatory and a second lavatory using a moveable
partition in accordance with an illustrative embodiment;

FIG. 11 is an illustration of a more detailed view of a hinge
connection for a moveable partition in accordance with an
illustrative embodiment;

FIG. 12 is an illustration of movement for a hinge connec-
tion for amoveable partition in accordance with an illustrative
embodiment;

FIG. 13 is another illustration of movement for a hinge
connection for a moveable partition in accordance with an
illustrative embodiment;

FIG. 14 is an illustration of a connector system for a move-
able partition in accordance with an illustrative embodiment;

FIG. 15 is an illustration of a flowchart of a process for
reconfiguring lavatory space in an aircraft in accordance with
an illustrative embodiment;

FIG. 16 is an illustration of an aircraft manufacturing and
service method in accordance with an illustrative embodi-
ment; and
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FIG. 17 is an illustration of an aircraft in which an illustra-
tive embodiment may be implemented.

DETAILED DESCRIPTION

The illustrative embodiments recognize and take into
account one or more different considerations. For example,
the illustrative embodiments recognize and take into account
that it may be desirable to maintain the same perimeter for a
lavatory rather than encroaching on space in the cabin
through changing the perimeter of the lavatory.

The illustrative embodiments also recognize and take into
account that existing systems that convert two lavatories into
asingle larger lavatory for use by passengers who may require
more space may be more difficult to reconfigure than desired.
Further, these designs also may be less efficient than desired.
For example, the illustrative embodiments recognize and take
into account that a wall dividing two lavatories may be folded
back against an interior wall of the two lavatories to provide
additional space for a handicapped passenger. The reconfigu-
ration of a folding wall against an interior wall of the two
lavatories may provide this additional space for a handi-
capped passenger or other passengers needing more space in
a lavatory.

However, the illustrative embodiments recognize and take
into account that this type of reconfiguration may reduce or
block access to different components in the combined lava-
tories. For example, the reconfiguration of the folding wall
may block access to one or both of the two toilets and also
may block access to a sink in the lavatories. As a result,
maneuvering within the lavatories may be more difficult than
desired.

Thus, the illustrative embodiments provide a method and
apparatus for reconfiguring a lavatory space in an aircraft. In
one illustrative embodiment, an apparatus comprises a move-
able partition. The moveable partition is configured for use
with a first lavatory and a second lavatory. The moveable
partition is configured to separate the first lavatory and the
second lavatory into separate spaces with a fixed perimeter for
the first lavatory and the second lavatory when the moveable
partition is in a first configuration. When the moveable parti-
tion is in a second configuration, the moveable partition is
configured to define a single space within the fixed perimeter.
The moveable partition is connected to a door for the first
lavatory in the second configuration.

With reference now to the figures and, in particular, with
reference to FIG. 1, an illustration of an aircraft is depicted in
accordance with an illustrative embodiment. In this illustra-
tive example, aircraft 100 has wing 102 and wing 104
attached to fuselage 106. Aircraft 100 includes engine 108
attached to wing 102 and engine 110 attached to wing 104.

Fuselage 106 has nose section 112 and tail section 114.
Horizontal stabilizer 116, horizontal stabilizer 118, and ver-
tical stabilizer 120 are attached to tail section 114 of fuselage
106.

Aircraft 100 is an example of an aircraft in which a lavatory
access system may be implemented in accordance with an
illustrative embodiment. As depicted, section 121 illustrates
an exposed view in which interior 122 of passenger cabin 124
in fuselage 106 of aircraft 100 is seen. In this illustrative
example, section 121 of passenger cabin 124 includes lava-
tory area 126 as seen in this exposed view.

In this illustrative example, lavatory area 126 includes first
lavatory 128 and second lavatory 130. These lavatories are
examples of lavatories that may be reconfigured to allow
greater access to handicapped passengers in accordance with
anillustrative embodiment. In particular, these lavatories may
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be reconfigured without changing perimeter 132 for first lava-
tory 128 and second lavatory 130. In other words, perimeter
132 remains fixed in these illustrative examples.

With reference now to FIG. 2, an illustration of a block
diagram of a platform with a lavatory area is depicted in
accordance with an illustrative embodiment. In this depicted
example, platform 200 may be aircraft 202. Aircraft 100 in
FIG. 1 is an example of one physical implementation for
aircraft 202 shown in block form in this figure.

As depicted, platform 200 includes lavatory area 204.
Lavatory area 204 is an area within platform 200 in which first
lavatory 206 and second lavatory 208 may be located. In this
illustrative example, first lavatory 206 and second lavatory
208 are adjacent to each other.

Perimeter 210 is a boundary around first lavatory 206 and
second lavatory 208. In this illustrative example, perimeter
210 takes the form of fixed perimeter 212 that extends around
first lavatory 206 and second lavatory 208. As depicted,
perimeter 210 is fixed perimeter 212 because walls 214 form-
ing perimeter 210 around first lavatory 206 and second lava-
tory 208 are fixed and do not move into other areas within
lavatory area 204 or other areas within platform 200.

In this illustrative example, first lavatory 206 includes first
wash basin 216 and first toilet 218. Second lavatory 208
includes second wash basin 220 and second toilet 222. Addi-
tionally, first lavatory 206 has first door 224 and second
lavatory 208 has second door 226 located within walls 214.

As depicted, moveable partition 228 is present in lavatory
area 204 and forms at least part of wall 230 between first
lavatory 206 and second lavatory 208. Moveable partition 228
is a structure that may be used to reconfigure space for first
lavatory 206 and second lavatory 208 within walls 214.

Moveable partition 228 may be comprised of different
types of materials. For example, moveable partition 228 may
be comprised of a composite material, a metal, or some other
suitable type of material.

Moveable partition 228 may have first configuration 232
and second configuration 234. In particular, moveable parti-
tion 228 may be moved between first configuration 232 and
second configuration 234.

In these illustrative examples, when moveable partition
228 is in first configuration 232, moveable partition 228
forms at least a portion of wall 230. In first configuration 232,
moveable partition 228 is configured to separate first lavatory
206 and second lavatory 208 into spaces 236. In particular,
spaces 236 include first space 238 and second space 240. First
space 238 is space within first lavatory 206 in perimeter 210.
Second space 240 is space within second lavatory 208 in
perimeter 210.

When moveable partition 228 is in second configuration
234, moveable partition 228 defines single space 242 for first
lavatory 206 and second lavatory 208 instead of spaces 236.
Single space 242 may provide additional room for passengers
such as a family, a handicapped passenger, or other types of
passengers who may require additional room within lavatory
area 204.

In these illustrative examples, moveable partition 228 may
be connected to first door 224 for first lavatory 206 when
moveable partition 228 is in second configuration 234. As
used herein, a first component, moveable partition 228, “con-
nected to” a second component, first door 224, means that the
first component can be connected directly or indirectly to the
second component. In other words, additional components
may be present between the first component and the second
component. The first component is considered to be indirectly
connected to the second component when one or more addi-
tional components are present between the two components.
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When the first component is directly connected to the second
component, no additional components are present between
the two components.

In this illustrative example, moveable partition 228 may be
connected to first door 224 by connector system 246. In
particular, connector system 246 may be, for example, a latch.
Further, the latch may be a magnetic latch.

Hinge system 244 is associated with first door 224 and
moveable partition 228. Hinge system 244 is configured to
allow moveable partition 228 to rotate into a position against
first door 224. Hinge system 244 also may allow moveable
partition 228 to fold when moveable partition 228 is com-
prised of sections 248. In this particular example, moveable
partition 228 is configured to be folded against first door 224
when moveable partition 228 is in second configuration 234.

The illustration of platform 200 and lavatory area 204 in
platform 200 is not meant to imply physical or architectural
limitations to the manner in which an illustrative embodiment
may be implemented. Other components in addition to or in
place of the ones illustrated may be used. Some components
may be unnecessary. Also, the blocks are presented to illus-
trate some functional components. One or more of these
blocks may be combined, divided, or combined and divided
into different blocks when implemented in an illustrative
embodiment.

For example, although platform 200 has been described as
being implemented as aircraft 202, platform 200 may be
implemented in other forms. Platform 200 may be, for
example, a mobile platform, a stationary platform, a land-
based structure, an aquatic-based structure, and a space-based
structure. More specifically, platform 200 may be a surface
ship, a train, a spacecraft, a space station, a submarine, a
power plant, a house, an office, a manufacturing facility, a
building, and other suitable platforms.

In another illustrative example, a third lavatory may be
adjacent to one of first lavatory 206 and second lavatory 208.
The common wall between the third lavatory and the other
lavatory may also be formed using another moveable parti-
tion similar to moveable partition 228. In other illustrative
examples, both common walls of the middle lavatory may be
moveable partitions such that an even larger space is available
if desired.

With reference now to FIG. 3, an illustration of a lavatory
area in an aircraft is depicted in accordance with an illustra-
tive embodiment. In this depicted example, a more detailed
illustration of section 121 in fuselage 106 of aircraft 100 is
shown. Some components for first lavatory 128 and second
lavatory 130 can be seen in this exposed view of lavatory area
126. In particular, first lavatory 128 and second lavatory 130
are examples of physical implementations for first lavatory
206 and second lavatory 208 in FIG. 2.

As depicted, first lavatory 128 includes first toilet 300 and
second lavatory 130 includes second toilet 302. As can be
seen in this illustrative example, first space 304 and second
space 306 are located within perimeter 132. First space 304
and second space 306 are defined by perimeter 132 and guide
308.

In these illustrative examples, instead of placing a wall
along guide 308, a moveable partition (not shown), such as
moveable partition 228 shown in block form in FIG. 2 may be
placed along guide 308. With the use of an illustrative
embodiment, first space 304 and second space 306 within
perimeter 132 may be combined to form single space 310.

With reference now to FIG. 4, an illustration of a plan view
of afirst lavatory and a second lavatory within a lavatory area
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is depicted in accordance with an illustrative embodiment. A
plan view of first lavatory 128 and second lavatory 130 is
shown in this figure.

In this view, first wash basin 400 is shown in first lavatory
128. Additionally, second wash basin 402 is shown in second
lavatory 130.

As can be seen in this plan view, walls 404 define perimeter
132. Perimeter 132 defines first space 304 and second space
306 for first lavatory 128 and second lavatory 130. In this
illustrative example, first space 304 and second space 306
may be defined within perimeter 132 by moveable partition
406.

As depicted, first door 408 is a first door for first lavatory
128. First door 408 is located in first opening 410 in walls 404.
Second door 412 is a door for second lavatory 130. Second
door 412 is located in second opening 414 in walls 404.

As depicted, moveable partition 406 has first end 416 and
second end 418. In this illustrative example, moveable parti-
tion 406 is comprised of first section 422 and second section
424. First end 416 of moveable partition 406 is connected to
first door 408 by hinge system 425 in these illustrative
examples.

As depicted, moveable partition 406 has first configuration
420 when moveable partition 406 defines first space 304 for
first lavatory 128 and second space 306 for second lavatory
130 within perimeter 132.

Moveable partition 406 may be placed into second con-
figuration 426. Moveable partition 406 is shown in phantom
in second configuration 426. In second configuration 426,
moveable partition 406 may be folded against side 428 of first
door 408. Both first door 408 and moveable partition 406 may
be rotated about common axis 430 in the direction of arrow
432.

When moveable partition 406 is in second configuration
426, first lavatory 128 and second lavatory 130 are no longer
divided into first space 304 and second space 306. Instead,
first space 304 and second space 306 are combined to form
single space 310.

FIGS. 5-10 are illustrations of a reconfiguration of space
for first lavatory 128 and second lavatory 130 using moveable
partition 406 in accordance with an illustrative embodiment.
These figures illustrate different configurations for moveable
partition 406 used to divide and combine space within first
lavatory 128 and second lavatory 130.

Turning now to FIG. 5, an illustration of an isometric view
of a first lavatory and a second lavatory in a lavatory area is
depicted in accordance with an illustrative embodiment. In
this depicted example, an isometric view of lavatory area 126
with first lavatory 128 and second lavatory 130 is shown.

In this view, first door 408 is shown in phantom to provide
a better view of first space 304 in first lavatory 128. Further,
moveable partition 406 is shown in first configuration 420. As
can be seen, moveable partition 406 defines first space 304
and second space 306. In this configuration, first lavatory 128
and second lavatory 130 may be used by different passengers.
This configuration of space for first lavatory 128 and second
lavatory 130 may be considered a normal configuration of
space for these two lavatories.

Further, in this view, divider 500 is present. Divider 500 is
located adjacent to at least one of first toilet 300 and second
toilet 302. In this illustrative example, divider 500 is located
between first toilet 300 and second toilet 302. Divider 500 is
configured to move. In particular, divider 500 is rotatable and
may be configured to rotate in the direction of arrow 502
toward wall 504. In this example, wall 504 is a fuselage wall.

Turning now to FIG. 6, an illustration of movement of a
moveable partition is depicted in accordance with an illustra-
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tive embodiment. In this illustration, moveable partition 406
begins moving out of first configuration 420.

As can be seen, moveable partition 406 begins rotating in
the direction of arrow 432 about common axis 430. Hinge 602
in hinge system 425 provides for this movement. Addition-
ally, first section 422 and second section 424 fold relative to
each other through hinge 604 in hinge system 425.

In FIG. 7, an illustration of movement of a moveable par-
tition is depicted in accordance with an illustrative embodi-
ment. In this figure, first section 422 and section 424 of
moveable partition 406 are folded against each other. Addi-
tionally, moveable partition 406 is shown as having rotated
further about common axis 430 in the direction of arrow 432.

Next, FIG. 8 is an illustration of movement of a moveable
partition in accordance with an illustrative embodiment. In
this illustration, moveable partition 406 is in folded position
800 against first door 408. When moveable partition 406 is in
folded position 800 against first door 408, moveable partition
406 is connected to first door 408. This connection may be
made through a connector system (not shown). Additionally,
divider 500 has been rotated toward wall 504 in the direction
of arrow 502.

In this illustrative example, moveable partition 406 is in
second configuration 426 against first door 408. Of course,
moveable partition 406 may be considered to be in second
configuration 426 whenever moveable partition 406 has been
moved such that both first space 304 and second space 306
may be used as single space 310.

Turning now to FIG. 9, an illustration of movement of a
moveable partition is depicted in accordance with an illustra-
tive embodiment. In this view, first door 408 is shown rotated
in the direction of arrow 432 about common axis 430. Addi-
tionally, moveable partition 406 also rotates with first door
408 in the direction of arrow 432 about common axis 430.

Turning now to FIG. 10, an illustration of a first lavatory
and a second lavatory in a lavatory area reconfigured for use
with a single space is depicted in accordance with an illustra-
tive embodiment. In this illustrative example, first lavatory
128 and second lavatory 130 are configured to provide single
space 310 within perimeter 132 for passenger 1000 located in
wheelchair 1002.

As can be seen in this example, moveable partition 406 is in
folded position 800 against side 428 of first door 408. Addi-
tionally, divider 500 has been rotated towards wall 504 in
walls 404 to provide increased access to at least one of first
toilet 300 in first lavatory 128 and second toilet 302 in second
lavatory 130 as well as possibly other components for these
two lavatories.

The illustration of first lavatory 128 and second lavatory
130 with moveable partition 406 in FIG. 1 and FIGS. 3-10 is
not meant to imply limitations to the manner in which other
lavatories may be implemented with moveable partitions. For
example, a moveable partition may have one or more addi-
tional sections in addition to first section 422 and second
section 424 in other illustrative examples.

With reference now to FIG. 11, an illustration of a more
detailed view of a hinge connection for a moveable partition
is depicted in accordance with an illustrative embodiment. In
this illustrative example, a more detailed illustration of hinge
602 is shown. As can be seen, section 1100 of hinge 602 is
connected to first end 416 of first section 422 in moveable
partition 406.

Turning now to FIG. 12, an illustration of movement for a
hinge connection for a moveable partition is depicted in
accordance with an illustrative embodiment. In this view,
moveable partition 406 has been rotated against first door
408. As can be seen, section 1100 is configured to allow
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moveable partition 406 to move against first door 408 such
that moveable partition 406 and first door 408 are substan-
tially parallel to each other.

Turning now to FIG. 13, another illustration of movement
for a hinge connection for a moveable partition is depicted in
accordance with an illustrative embodiment. In this illustra-
tion, first door 408 has been opened to allow entry through
first opening 410. As can be seen, moveable partition 406 is in
folded position 800 against side 428 of first door 408. In this
illustrative example, first door 408 and moveable partition
406 have rotated about common axis 430 in the direction of
arrow 432.

The illustration of hinge system 425 illustrated in FIGS.
11-13 are only examples of one implementation of hinge
system 244 shown in block form in FIG. 2. Of course, other
types of hinges and other numbers of hinges may be used
other than those shown in these figures.

Turning now to FIG. 14, an illustration of a connector
system for a moveable partition is depicted in accordance
with an illustrative embodiment. In this illustrative example,
connector system 1400 is an example of one implementation
for connector system 246 shown in block form in FIG. 2.
Connector system 1400 may be a magnetic connector system
in these illustrative examples.

In this figure, only first door 408, moveable partition 406,
and hinge system 425 are shown. The other components in
lavatory area 126 in FIG. 1 are not shown in this figure for
purposes of explaining connector system 1400.

In this example, connector system 1400 is comprised of
magnetic connectors 1402. In this illustrative example, mag-
netic connectors 1402 comprise magnetic connector 1404,
1406, 1408, and 1410.

Magnetic connector 1404 is located on side 428 of first
door 408. Magnetic connector 1406 is located on first side
1412 of first section 422 of moveable partition 406. Magnetic
connector 1408 is shown in phantom. Magnetic connector
1408 is located on second side 1414 of first section 422 of
moveable partition 406. Magnetic connector 1410 is shown in
phantom and is located on second side 1416 opposite of first
side 1418 of second section 424 of moveable partition 406.

When first section 422 and second section 424 are folded
against each other, magnetic connector 1408 on second side
1414 of first section 422 and magnetic connector 1410 on
second side 1416 of second section 424 are configured to
contact each other. Magnetic connector 1408 and magnetic
connector 1410 are configured to hold these two sections
against each other when these two magnetic connectors con-
tact each other.

When first section 422 is rotated against side 428 of first
door 408, magnetic connector 1404 on side 428 of first door
408 is configured to contact magnetic connector 1406 of first
side 1412 of first section 422 in moveable partition 406.
Magnetic connector 1404 and magnetic connector 1406 con-
nect to each other to hold moveable partition 406 against side
428 of first door 408. As depicted, magnetic connector 1404
and magnetic connector 1406 in connector system 1400 are
configured to hold moveable partition 406 in folded position
800 against first door 408 as shown in FIG. 10.

The illustration of connector system 1400 is only presented
as one illustrative example of a physical implementation for
connector system 246 in FIG. 2. Other implementations may
use other configurations of magnetic connectors and other
types of connectors in addition to or in place of the magnetic
connectors. For example, latches may be used for the connec-
tor system in some implementations.

The different components shown in FIG. 1 and FIGS. 3-14
may be combined with components in FIG. 2, used with
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components in FIG. 2, or a combination of the two. Addition-
ally, some ofthe components in FIG. 1 and FIGS. 3-14 may be
illustrative examples of how components shown in block
form in FIG. 2 can be implemented as physical structures.

Turning now to FIG. 15, an illustration of a flowchart of a
process for reconfiguring lavatory space in an aircraft is
depicted in accordance with an illustrative embodiment. The
process in FIG. 15 may be implemented in first lavatory 128
and second lavatory 130 using moveable partition 228 in FIG.
2.

The process begins by operating an aircraft in which a first
lavatory and a second lavatory are located in the aircraft with
a moveable partition (operation 1500). The moveable parti-
tion is for the first lavatory and a second lavatory. The move-
able partition moved for the first lavatory and the second
lavatory is moved between a first configuration and a second
configuration (operation 1502) with the process terminating
thereafter. The first configuration of the moveable partition
separates the first lavatory and the second lavatory into sepa-
rate spaces within a fixed perimeter for the first lavatory and
the second lavatory. The second configuration for the move-
able partition has a single space present within the fixed
perimeter and the moveable partition is connected to a door
for the first lavatory in the second configuration.

The flowcharts and block diagrams in the different
depicted embodiments illustrate the architecture, functional-
ity, and operation of some possible implementations of appa-
ratuses and methods in an illustrative embodiment. In this
regard, each block in the flowcharts or block diagrams may
represent a module, a segment, a function, and/or a portion of
an operation or step. For example, one or more of the blocks
may be implemented as program code, in hardware, or a
combination of the program code and hardware. When imple-
mented in hardware, the hardware may, for example, take the
form of integrated circuits that are manufactured or config-
ured to perform one or more operations in the flowcharts or
block diagrams.

For example, operation 1502 may be implemented using a
hardware system that is configured to change the configura-
tion of a moveable partition based on an input from a human
operator if lavatories are unoccupied. For example, a human
operator may push one button for the first configuration and a
second button for the second configuration. In another illus-
trative example, the hardware may detect the presence of a
wheelchair and automatically change the configuration of the
moveable partition if both lavatories are unoccupied.

In some alternative implementations of an illustrative
embodiment, the function or functions noted in the blocks
may occur out of the order noted in the figures. For example,
in some cases, two blocks shown in succession may be
executed substantially concurrently, or the blocks may some-
times be performed in the reverse order, depending upon the
functionality involved. Also, other blocks may be added in
addition to the illustrated blocks in a flowchart or block dia-
gram.

Tlustrative embodiments of the disclosure may be
described in the context of aircraft manufacturing and service
method 1600 as shown in FIG. 16 and aircraft 1700 as shown
in FIG. 17. Modifications or redesign of lavatory area 126 in
FIG. 1 may occur during the process of aircraft manufactur-
ing and service method 1600 in aircraft 1700 in these illus-
trative examples.

Turning first to FIG. 16, an illustration of an aircraft manu-
facturing and service method is depicted in accordance with
an illustrative embodiment. During pre-production, aircraft
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manufacturing and service method 1600 may include speci-
fication and design 1602 of aircraft 1700 in FIG. 17 and
material procurement 1604.

During production, component and subassembly manufac-
turing 1606 and system integration 1608 of aircraft 1700 in
FIG. 17 takes place. Thereafter, aircraft 1700 in FIG. 17 may
go through certification and delivery 1610 in order to be
placed in service 1612. While in service 1612 by a customer,
aircraft 1700 in FIG. 17 is scheduled for routine maintenance
and service 1614, which may include modification, recon-
figuration, refurbishment, and other maintenance or service.

Each of the processes of aircraft manufacturing and service
method 1600 may be performed or carried out by a system
integrator, a third party, and/or an operator. In these examples,
the operator may be a customer. For the purposes of this
description, a system integrator may include, without limita-
tion, any number of aircraft manufacturers and major-system
subcontractors; a third party may include, without limitation,
any number of vendors, subcontractors, and suppliers; and an
operator may be an airline, a leasing company, a military
entity, a service organization, and so on.

With reference now to FIG. 17, an illustration of an aircraft
is depicted in which an illustrative embodiment may be
implemented. Aircraft 1700 may be one example of aircraft
100 in FIG. 1 or aircraft 202 in FIG. 2.

Inthis example, aircraft 1700 is produced by aircraft manu-
facturing and service method 1600 in FIG. 16 and may
include airframe 1702 with plurality of systems 1704 and
interior 1706. Examples of systems 1704 include one or more
of propulsion system 1708, electrical system 1710, hydraulic
system 1712, and environmental system 1714. Any number of
other systems may be included. Although an aerospace
example is shown, different illustrative embodiments may be
applied to other industries, such as the automotive industry.

Apparatuses and methods embodied herein may be
employed during at least one of the stages of aircraft manu-
facturing and service method 1600 in FIG. 16. One or more
illustrative embodiments may be designed during specifica-
tion and design 1602 in stages of aircraft manufacturing and
service method 1600. For example, a first lavatory and a
second lavatory may be designed with a perimeter that
employs a moveable partition. The different components for
the first lavatory and the second lavatory with a moveable
partition may be manufactured during component and subas-
sembly manufacturing 1606. These components may be
installed during system integration 1608.

Further, in some illustrative examples, an illustrative
embodiment may be implemented during maintenance and
service 1614. For example, a moveable partition may be
installed as part of maintenance, upgrade, or refurbishment
between a first lavatory and a second lavatory. Further, the
aircraft may be configured such that a first lavatory and a
second lavatory are adjacent to each other with a common
perimeter.

Further, the illustrative embodiments may be used during
in service 1612 to reconfigure a first lavatory and a second
lavatory to provide a first space and a second space that are
divided from each other, or a single space.

In this manner, one or more of the illustrative embodiments
may provide increased flexibility and access to lavatories in
an aircraft. This increased access may be provided to passen-
gers who may need more space than provided by a standard
lavatory. These passengers may be handicapped passengers,
larger-sized passengers, or other passengers who may need
more room that normally provided by a normal lavatory in
aircraft 1700.
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Further, the illustrative embodiments allow reconfigura-
tion of a first lavatory and a second lavatory as needed during
in service 1612 and, in particular, during the flight of aircraft
1700. Moreover, one or more of the illustrative embodiments
provide for additional usable space when the first lavatory and
the second lavatory are configured to provide a single space
within the perimeter of these lavatories.

The description of the different illustrative embodiments
has been presented for purposes of illustration and descrip-
tion, and is not intended to be exhaustive or limited to the
embodiments in the form disclosed. Many modifications and
variations will be apparent to those of ordinary skill in the art.
Although access is described as being provided for handi-
capped passengers, the reconfiguration of a first lavatory and
a second lavatory to provide more space may be performed
for other passengers. For example, the reconfiguration using
the moveable partition may be performed for families or
parents with small children.

Further, different illustrative embodiments may provide
different features as compared to other illustrative embodi-
ments. The embodiment or embodiments selected are chosen
and described in order to best explain the principles of the
embodiments, the practical application, and to enable others
of ordinary skill in the art to understand the disclosure for
various embodiments with various modifications as are suited
to the particular use contemplated.

What is claimed is:

1. An apparatus comprising:

amoveable partition configured for use with a first lavatory

and a second lavatory, wherein the moveable partition is
configured to separate the first lavatory and the second
lavatory into separate spaces within a fixed perimeter for
the first lavatory and the second lavatory when the move-
able partition is in a first configuration and wherein the
moveable partition is configured to define a single space
within the fixed perimeter when the moveable partition
is in a second configuration; and

ahinge system rotatably connecting the moveable partition

to a door of the first lavatory about a common axis,
wherein the moveable partition is foldable and config-
ured to be folded against the door in the second configu-
ration.

2. The apparatus of claim 1, wherein the first lavatory
includes a first toilet and a first wash basin and the second
lavatory includes a second toilet and a second wash basin and
wherein the first toilet, the first wash basin, the second toilet,
and the second wash basin are unobstructed by the moveable
partition in the second configuration.

3. The apparatus of claim 1 further comprising:

a connector system configured to hold the moveable parti-

tion in a folded position against the door.

4. The apparatus of claim 2 further comprising:

a divider adjacent to at least one of the first toilet and the

second toilet, wherein the divider is configured to move.

5. The apparatus of claim 4, wherein the divider is config-
ured to rotate.

6. The apparatus of claim 5, wherein the first lavatory
includes the first toilet and the second lavatory includes the
second toilet and wherein rotation of the divider towards the
wall increases accessibility to at least one of the first toilet and
the second toilet.

7. The apparatus of claim 1, wherein the moveable partition
is comprised of a composite material.
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8. A method for reconfiguring lavatory space in an aircraft,
the method comprising:

moving a moveable partition for a first lavatory and a
second lavatory between a first configuration and a sec-
ond configuration, wherein the first configuration sepa-
rates the first lavatory and the second lavatory into sepa-
rate spaces within a fixed perimeter for the first lavatory
and the second lavatory, and wherein the second con-
figuration has a single space present within the fixed
perimeter and the moveable partition is rotatably con-
nected to a door about a common axis by a hinge system,
wherein the moveable partition is foldable and config-
ured to be folded against the door in the second configu-
ration.

9. The method of claim 8, wherein the first lavatory
includes a first toilet and a first wash basin and the second
lavatory includes a second toilet and a second wash basin and
wherein the first toilet, the first wash basin, the second toilet,
and the second wash basin are unobstructed by the moveable
partition in the second configuration.

10. The method of claim 8 further comprising:

a connector system configured to hold the moveable parti-
tion in a folded position against the door.

11. The method of claim 10, wherein the connector system
is a magnetic connector system.

12. The method of claim 8, wherein the first lavatory
includes a first toilet and the second lavatory includes a sec-
ond toilet and wherein a divider is located adjacent to at least
one of the first toilet and the second toilet, wherein the divider
is configured to rotate towards a wall and rotation of the
divider towards the wall increases accessibility to at least one
of the first toilet and the second toilet.

13. A method of operating an aircraft, the method compris-
ing:

operating the aircraft in which a first lavatory and a second
lavatory are located in the aircraft with a moveable par-
tition configured for use with the first lavatory and the
second lavatory, wherein the moveable partition is con-
figured to separate the first lavatory and the second lava-
tory into separate spaces within a fixed perimeter for the
first lavatory and the second lavatory when the moveable
partition is in a first configuration and wherein the move-
able partition is configured to define a single space
within the fixed perimeter when the moveable partition
is in a second configuration, wherein the moveable par-
tition is rotatably connected to a door about a common
axis by a hinge system, wherein the moveable partition
is foldable and configured to be folded against the door
in the second configuration.

14. The method of claim 13, wherein the first lavatory
includes a first toilet and a first wash basin and the second
lavatory includes a second toilet and a second wash basin and
wherein the first toilet, the first wash basin, the second toilet,
and the second wash basin are unobstructed by the moveable
partition in the second configuration.

15. The apparatus of claim 4, wherein the divider is adja-
cent to the first toilet and the second toilet.
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